
COLOURS

Beige Mix
Grey
Grey Mix
Ultra Black (coping only)
Winterborn 

UNITS

REGULAR & TAPERED BLOCK
7.87w x 5.9h x 11.61d in
200w x 150h x 295d mm

CORNER
7.87w x 5.9h x 11.61d in
200w x 150h x 295d mm

COPING
23.62w x 2.95h x 11.81d in
600w x 75h x 300d mm

20 ft2 1.85 m2Coverage

40 ft 12 m

60 -

0.34 ft2

0.67 ft 

0.03 m2

0.2 m

Lineal Coverage

Weight

Units

Coverage per unit

Lineal coverage per unit

2575 lbs 1167.95 kg

64 ft 19.2 m 

32 -

2 ft 0.6 m

Lineal Coverage

Weight

Units

Lineal coverage per unit

4Sections

16 ftLineal coverage per section

-

4.8 m

2144 lbs 972 kg

-

15.75 / 23.23  ft 

-

4.8 / 7.08 m

24 -

-

0.66 / 0.97 ft 

-

0.2 / 0.3 m

Coverage

Lineal Coverage

Weight

Units

Coverage per unit

Lineal coverage per unit

1064 lbs 482.6 kg

NOTES

A single-sided split face wall, with a 
double-sided option. Regular and tapered 
blocks can be split along back joint to 
remove smooth face and create double-
sided finish. Can be installed vertically 
or set-back, front-facing or reversed, or 
any combination. Alternate a full 4 corner 
column row of the same indicated corners 
(Rights / Lefts) to make a 19.5” x 19.5” 
column base.

PARKWALL®

CLASSIC SERIES WALL SYSTEM  /  SPILT-FACE / DOUBLE-SIDED OPTION / SINGLE SIDE SMOOTH OPTION

BUNDLE SPECIFICATIONS IMPERIAL METRIC



TYPICAL CROSS SECTIONS

BUNDLE OVERVIEW

CORNERSREGULAR & TAPERED BLOCK COPING

DESIGN VERSATILITY

No block manipulation required. Simply turn the block, or set in and out as desired along the patented locking feature.

Split-Face Vertical Smooth-Face Accent In or Out-Set Accent Smooth-Face In or Out-Set Combination Accentng 
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