
LOW-VOLTAGE 
LIGHTING WIRE

DESCRIPTION 

SPECIFICATIONS 

Pro-Trade Low-Voltage Lighting Wire is designed 
for direct burial in outdoor lighting applications. 
UL, ETL, or CSA listed to UL Standard 1493 and 
CSA 22.2 No. 35.

2024-8219

Manufactured by Paige Electric 7190PT - Rev 1

CONDUCTORS:
Bunch or rope stranded uncoated annealed copper that 
conforms to UL requirements.

CONSTRUCTION:
Insulated and jacketed conductors are laid parallel  
and easily split when installed.

INSULATION:
Black polyvinyl chloride conforming to Underwriters 
Laboratories Class 43 (60°C) thermoplastic. Suitable  
for direct burial. One leg has a raised ridge for polarity.

MARKING:
Plain leg of wire indent or ink printed: “PRO-TRADE 
7190PT FOR OUTDOOR LIGHTING RoHS c(UL)us 
E325318 XXAWG 2/C 30V UNDERGROUND LOW 
ENERGY CIRCUIT CABLE DIRECT BURIAL DD/MM/YYYY 
XXXXFT (XXX.X METERS).”

TESTING:
Conductors must be able to separate without exposing 
copper while continuing to meet UL minimum wall 
requirements. QC separation tests are performed on  
every reel.

ITEM NUMBER LENGTH SIZE AWG STRANDING INSULATION INSULATION 
THICKNESS

NOMINAL 
DIMENSIONS

PT-102LV250 
PT-102LV500

250 ft. 
500 ft. 10 104/.0100 in. PVC 45 mils. .440 x .220 in.

PT-122LV100 
PT-122LV250 
PT-122LV500

100 ft. 
250 ft. 
500 ft.

12 65/.0100 in. PVC 45 mils. .390 x .195 in.

PT-142LV250 
PT-142LV500

250 ft. 
500 ft. 14 41/.0100 in. PVC 45 mils. .350 x .175 in.
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