
2025-8504

WEED BARRIER FABRIC

Woven Weed Barrier 5 oz.

PROPERTIES TEST METHOD UNIT MINIMUM AVERAGE

Woven Material 
Fiber Backing

Polypropylene

Color Black with Gold Stripe 
every 12”

Construction Weave 15 x 10 or 10 x 15

Weight ASTM D 5261 oz/SY 5.0 
Scrim 2.8 

Cap 2.2

Grab Tensile Strength ASTM D 4632 lbs Warp 80 
Weft 65

Grab Elongation ASTM D 4632 % Warp 15 
Weft 15

Trapezoid Tear ASTM D 4533 lbs Warp 35 
Weft 30

Puncture ASTM D 6241 lbs 300

Water Permeability ASTM D 4491 gal/min/SF 10

Ultraviolet Exposure ASTM D 4355 % Strength 
Retained

>70% after 2500 hrs 
Carbon Arc Exposure

Thickness MILS 28

Pro-Trade 5 oz. is a woven, needlepunched polypropylene fabric for commercial 
grade weed control. Specified by leading architects, the fabric is designed to allow 
air, water, and nutrients through. The fabric will not rot or mildew, and is formulated 
to resist UV degradation. 

*At the time of manufacturing. Handling may change these properties

Date: 02/21/25. This data sheet supersedes all previously issued data. The above properties are typical averages.

THIS INFORMATION RELATES ONLY TO THE SPECIFIC MATERIAL DESIGNATED AND MAY NOT BE VALID FOR SUCH MATERIAL 
USED IN COMBINATION WITH ANY OTHER MATERIALS OR IN ANY PROCESS, SUCH INFORMATION IS TO THE BEST OF OUR 
KNOWLEDGE AND BELIEF, ACCURATE AND RELIABLE AS THE DATE COMPLIED. HOWEVER NO REPRESENTATION, WARRANTY 
OR GUARANTEE IS MADE AS TO ITS ACCURACY, RELIABILITY OR COMPLETENESS. IT IS THE USER’S RESPONSIBILTY TO 
SATISIFY HIMSELF AS TO THE SUITABILITY AND COMPLETENESS OF SUCH INFORMATION FOR HIS OWN PARTICULAR USE. 
WE DO NOT ACCEPT LIABILITY FOR ANY LOSS OR DAMAGE THAT MAY OCCUR FROM THE USE OF THIS INFORMATION NOR 
DO WE OFFER ANY WARRANTY AGAINST PATENT INFRINGEMENT.
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